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FOR USE ON GALVANIZED OR [2336.8mm]
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1. ALL DIMENSIONS ARE APPROXIMATE / |._ 18053 _ |
2. DIMENSIONS ARE IN INCHES (mm) c3 [458.5mm]
3. DO NOT SCALE DRAWING
20.245
[514.2mm)]
A= 8.625 X 4.500 STAINLESS STEEL CONCRETE ANCHOR QTY 1 [1066.8mm] [1066.8mm]
B= 6.375 X 4.500 STAINLESS STEEL CONGRETE ANCHOR QTY 4 46.000 46.000
D= .500 X 4.500 STANLESS STEEL CONCRETE ANCHOR QTY 4 ™ [1168.4mm] [1168.4mm]
SUGGESTED CONDUIT LOCATION
C1 = THROUGH VERTICAL BARRIER (PREFERRED) MATERIAL: SCALE: .5=12 APPROVED BY: [DRAWN BY: LC III
C2 = THROUGH MAIN CHANNEL END CAP (TYP BOTH SIDES) i -
C3 = THROUGH VERTICAL YOKE TUBE N/A DATE: 1/13/14 RE‘giED'ﬂlaog 1280518
DSI CONFIDENTIAL FINISH: FAX 330:273:4468
CONCRETE PAD NOTE: PROPRIETARY INFORMATION — _ _
POUR PAD 4.000 [101.6mm] — 6.000 [152.4mm] THICK, RS pognent eng the dete dsciozed o | TOm G O e PAX 1-500—042 08
discl d in whol i t without . . . B
AND INSURE IT IS LEVEL £.125 [3.1mm] the giﬁﬂisgio" oF DESIGNED SECURTTY INC. XX * .03 ANGLES .5 DS439—GVA\PC ANCHOR POINTS\CONDUIT 2018




